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Kreta Vena 

Kreta Vena is a range of coloured-body porcelain 

in a cement style, with a light degree of shading 

and variation for a modern look. Six colours are 

offered, starting from pale grey going through to 

sand. 

 

The range offers a good selection of formats in 

standard 10mm thickness in matt texture as well as 

large and extra large slab sizes in 6mm thickness. 

An antislip texture is also available in selected 

sizes.  

In addition there are 20mm thick versions 

offered in selected colours in 600x600 and 

900x900.  

Kreta Vena is available from special order 

via 3-4 week lead time. 

 

Made in Italy. 
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Note : dimensions provided are nominal measurements. Work sizes may deviate from nominal sizes.  

600x600x10mm 

Matt & Grip 

 

600x1200x 6.5mm & 10mm 

Matt & Grip 

 

FORMATS 

1200x1200x 6.5 & 10mm 

Matt 

300x600x10mm 

Matt 

 

1200x2780x6.5mm 

Matt 

20mm thick 

20mm thick 900x900x10mm 

Matt 
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 COLOURS 

White 

Ivory 

Sand 
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 COLOURS 

Moon 

Light Grey 

Cement Grey 
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Moon 
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Light Grey 
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Cement Grey  
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Ivory  
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Sand 
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Light Grey 
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Kreta Vena Moon 

Grout Match 

Mapei Ultracolour 110 

GROUT MATCHES 

Kreta Vena Ivory 

Grout Match 

Kerakoll Fugabella 43 

Kreta Vena Cement Grey 

Grout Match 

Mapei Ultracolour 113 

Kreta Vena Sand 

Grout Match 

Kerakoll Fugabella 43 

Kreta Vena White 

Grout Match 

Mapei Ultracolour 110 

Kreta Vena Light Grey 

Grout Match 

Mapei Ultracolour 112 
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 TILE TRIM MATCHES 

Finish your exposed tile edges with a tile trim that matches the color of your 

tile as close as possible that will give an elegant look and finish to your 

project. 

Kreta Vena Sand 

Suggested Trim Match 

Schluter Jolly TSC 

Note : colors provided are for illustration purpose only. Actual color may deviate from samples shown. 

Kreta Vena White 

Suggested Trim Match 

Schluter Jolly TSBG 

Kreta Vena Light Grey 

Suggested Trim Match 

Schluter Jolly TSSG 
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 TILE TRIM MATCHES 

Kreta Vena Ivory 

Suggested Trim Match 

Schluter Jolly TSC 

Kreta Vena Moon 

Suggested Trim Match 

Schluter Jolly TSBG 

Note : colors provided are for illustration purpose only. Actual color may deviate from samples shown. 

Kreta Vena Cement Grey 

Suggested Trim Match 

Schluter Jolly TSSG 
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Line drawings above are given only as an illustration of the element type. For precise detail please contact 

our sales office. 

Skirting 

60x600x10mm 

60x900x10mm 

60x1200x10mm 

SPECIAL ELEMENTS 

Full Step Nosing (Matt) 

325x1200x10mm 

Step Edge  

330x600x20mm 

600x600x20mm 

900x900x20mm 

Pool Grill 

200x600x20mm 
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Tower Ceramics recommends Fila products to ensure the best results for your 

installation, from the moment it is finished and for years to come. 

Initial clean : 

Product required : For cement-based grout : Fila Deterdek, 1 ltr per 20 sq.m. Dilute 1:5 with water 

 For epoxy Grout : Fila CR10, 1 ltr per 10 sq.m. Used neat 

Equipment advised : Single disc professional cleaner, liquid vacuum cleaner, bucket, cloths/sponges 

Method : Lightly wet the floor then apply the solution to the floor. Allow to work for 5 

minutes then use the disc cleaner to help release the dirt. Remove the solution 

with the vacuum cleaner, then rinse thoroughly and remove the rinsing water 

with the vacuum cleaner. Allow to dry. 

Standard clean : 

Product required : Fila FilaCleaner. Dilute 1:200 with water 

Equipment advised : Bucket and mop/cloth, although professional equipment will be quicker and 

more efficient 

Method : Apply the dilute solution over the floor, and remove it with a mop once stains 

are removed. Rinse if especially dirty. Increase concentration up to 1:30 may 

be used although this will require rinsing with water. 

 

Intensive clean : 

Product required : Fila PS87. Dilute 1:5 with water 

Equipment advised : Single disc professional cleaner, liquid vacuum cleaner, bucket, cloths/sponges 

Method : Lightly wet the floor then apply the diluted solution to the floor. Allow to work 

for 5 minutes then use the disc cleaner to help release the dirt. Remove the 

solution with the vacuum cleaner, then rinse thoroughly and remove the rinsing 

water with the vacuum cleaner. Allow to dry 

Always trial cleaning products/process on a test area first to ensure suitability. For other cleaning issues 

we recommend the full range of Fila Solutions products. See www.filasolutions.com/eng for a complete 

list of products, method statements, technical datasheets and safety datasheets.  

For any additional technical information please contact our sales office. 

CLEANING AND MAINTENANCE 

http://www.filasolutions.com/eng
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