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Shimmer is a range of crackle glazed ceramic tiles which come in a standard size of 

100x200mm, suitable for internal wall areas. 

 

They come in a variety of colors all available from stock. 

 

Please Note: 

As a crackle glaze tile, it is recommend that the tiles are sealed if being laid in areas with 

moisture or water. 

 

Made in Spain. 

SHIMMER CRACKLE 
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 FORMATS 

Note : dimensions provided are nominal measurements. Work sizes may deviate from nominal sizes.  

100x200x8mm 

Crackle Glazed 

Marinho 
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  COLORS 

Petrol 

Blush 

White 

Mint 

Gunmetal 

Sage 
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Blush 
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Crackle Glaze 
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Mint/Gunmetal 
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Tower Ceramics recommends Fila products to ensure the best results for your 

installation, from the moment it is finished and for years to come. 

Standard clean : 

Product required : Fila FilaCleaner. Dilute 1:200 with water. Or FilaBrio spray (ready for use spray) 

Equipment advised : Bucket and cloth / sponge 

Method : Apply the dilute solution over the surface, and remove it with a damp cloth or 

sponge once stain or dirt is removed. Rinse if especially dirty. Increased 

concentration up to 1:30 may be used although this will require rinsing with water. 

Always trial cleaning products/process on a test area first to ensure suitability. For other cleaning issues we 

recommend the full range of Fila Solutions products. See www.filasolutions.com/eng for a complete list of 

products, method statements, technical datasheets and safety datasheets. For any additional technical 

information please contact our sales office. 

Intensive clean : 

Product required : Fila PS87. Dilute 1:5 with water 

Equipment advised : Soft white abrasive pad / brush, bucket, cloths/sponges 

Method : Lightly wet the surface then apply the diluted solution. Allow to work for 5 minutes 

then use pad / cloth to help release the dirt. Remove the solution with sponge / 

cloth, then rinse thoroughly and remove the rinsing water with a clean sponge and 

dry off any marks left by the rinsing water with a lint-free cloth. 

CLEANING AND MAINTENANCE 

Pre grouting seal 
 

Product required : FilaBrio for cleaning; Fila EcoMP90Plus for sealing (1 ltr for 30 sq,m.) 

Equipment advised : Soft, lint free microfibre cloth 

Method : Spray the FilaBrio on to the wall tiles (before grouting) and use a lightly damp cloth 

to remove any fixing residues or other contaminants. Allow to dry. Next, apply Fila 

MP90Eco undiluted with a flat brush or lambswool applicator to the clean tiles.  

Remove any excess after ten minutes, using a cloth soaked with Fila MP90Eco to 

ensure it penetrates deep down and removes any final residue.  The sealer should 

be left to penetrate for about four hours to ensure maximum penetration. 
 

Note : stronger coloured / dark pigmented grouts should be used with caution on crackle glazed tiles as 

the  colour can irretrievably penetrate the crazing. A trial on a loose sealed tile is recommended. 

After grouting clean : 

Product required : For cement-based grout : Fila Deterdek, 1 ltr per 20 sq.m. Dilute 1:5 with water 

For epoxy Grout : Fila CR10, 1 ltr per 10 sq.m. Used neat. 

Equipment advised : Soft white abrasive pad / brush, bucket, cloths/sponges 

Method : Lightly wet the surface then apply the solution. Allow to work for 5 minutes then use 

a soft white abrasive pad or brush to help gently release the dirt. Wipe off the 

solution then rinse thoroughly and dry off any marks left by the rinsing water with a 

lint-free cloth. 

http://www.filasolutions.com/eng
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